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LPG-TEC

CEODEUX

POLYVALVE “light version”

Type A613 Standard market

Filter
 assembled to the tube’s end

New float lever, shape retaining material
 • No more deformation
 • Returns to initial shape even after bending
 • Easy mounting

New optimized body
 • Lighter

Shut-off valve

Standard 80% Fillstop Device
 • with double back check
 • large filling rate min. 40 litres/min.
   For   p>8bar
 • Connection: G1/4” male for Ø 8 mm

Safety relief Valve
• Setting 27 bar

3
• Discharge rate > 17,7 Nm  air/min.
• This discharge rate is  suitable for LPG tanks 
with a capacity of +/- 100 litres
• Tube relaying safety relief into vapor phase 
under all mounting angles

Dip tube and safety tube
 • new plastic material
 • flexible
 • easy mounting

Solenoid Service Valve
 • with excess flow device
 • Manual shut-off valve allowing the 
exchange of the coil under pressure
 • coil 12 V / 24 V DC
 • flexible dip tube
 • Connection: NIOXI, for tube Ø 6mm
 • option: Elbow 1/8”NPT

D

Liquid Level Gauge
 • Resistive sending unit 
 • Other connectors on request
 • Interchangeable under pressure
 • Inproved linking system
 • Direct reading level gauge
 • 0 to 90 W

What’s new:
- Highly standardized version for easy ordering, no more complicated forms
- New flexible plastic dip tube and safety tube for easy mounting
- Optimized body, light weight
- New float lever, shape retaining material returns to initial shape even after bending, easy mounting
- New levelgauge linking system, failsafe
- Better than ever, all previous top of the line specifications remain



CEODEUX 
LPG-TEC 

FICHE DE RELEVE 
n° 1.05.002 GB 

Indice 2 
Page 1/2 

POLYVALVE “EUROPE” 
ORDER QUESTIONNARY 

 

CEODEUX LPG-tec   24, route de Diekirch, B.P.19   L-7505 Lintgen, G.-D. de Luxembourg 
This document is the propriety of CEODEUX LPG-tec. It cannot be used, reproduced or disclosed without its previous authorization. 
 

 

 

 
GENERAL 

 
 
 
 

CUSTOMER TANK REFERENCE 
 LIOTARD BOREL 

(PROVIDES) 
ICOM STAKO WVM OTHERS   

 TORICAL            D=       H=       
 CYLINDRICAL            D=        

 
 
 

MOUNTING ANGLE OF POLYVALVE 
TORICAL TANK  a  b  c  d OTHERS  t.b.def 
CYLINDRICAL TANK  0°  30°  45°  90° OTHERS  t.b.def.      
 
 
CUSTOMER DWG # :        
 

 
LIQUID LEVEL GAUGE

SOLENOID SERVICE VALVE

FILLING ADAPTORS

SERVICE DAPTORS 

PRESSURE RELIIEF  VALVE 

FLOAT 
TUBE  OF SECURITY 

DIP TUBE 
ACCORDING TO THE TANK

0° 

30

45

90

30°   
 30° 
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OPTIONS 
 
 

LIQUID LEVEL GAUGE 
0-90 Ω YES  NO  
REMOTE INDICATING YES  NO  
 
 
 

SERVICE  ADAPTORS 
NOZZLE M10x1 → For  6mm copper line /with 

double  ring connection 
 

ELBOW 1/8” NPT → For  6mm copper line /with 
double  ring connection 

 

 
FILLING ADAPTORS 

ELBOW 3/8” NPT → For  8 mm copper line /with 
double  ring connection 

 

OTHERS(to be defined   
 
 

ACCESSORIES 
PROTECTION CAP  
SEALING BOX (polycarbonate)  
 
 

OTHER SPECIFICATIONS : 
      
      
      
      
      
      
 
 
 

OTHERS 
QUANTITY REQUIRED       
REQUIRED SHIPPING DATE       
 
 
 
 
 
 
 
 
 
 
The questionnaire of order must be filled completely by the commercial service 
It must be distributed to all concerned departments (R&D, PPSD, Production) 
It must come with the customer's order 
 
 
Date: 
      
 

Name: 
      

Signature: Distribution on: 
      

 
Also exist as template 


